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CEAS7SL1-0100510V0
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CEAS7SL2-0000510M0
CEAS7SL3-0000510M0
CEAS7SS1-0100510H0
CEAS7SL2-0000510I0

● Thank you very much for selecting Pristine E-bidet 
from our company. Please read the manual care-
fully and use it correctly. 

● CEAS7SL1 and CEAS7SS1 series are w/ Auto 
Deodorizer; 
CEAS7SL2 series are w/o Auto Deodorizer;

    CEAS7SL3 series are w/o Deodorizer & Dryer.
● The pictures in the manual are for reference only, 

please refer to actual samples.
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and toilet lid.

let paper.
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Mounting plate

E-bidet body

Water supply hose 
(w/ T-junction)

Fixing block

Mounting bolt 

Rubber
expansion

Manual

Clip

screwdriver
Adjustable wrench (with 26 mm above of adjustable range)

-+ or adjustable wrench (23~26 mm)

(Model of wrench varies with type of tank.)

Above 26 mm

23~26 mm
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47
2

535 for CEAS7SL models
511 for CEAS7SS models

30 mm 
440~500mm for CEAS7SL models
410~475mm for CEAS7SS models

130~215 mm

2

2
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Control panel

Seat
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and feminine.

Seat temperature

Stop

plate

Each function can be used with seat sensor
activated when sit on seat. (A "click" sound 
will be heard when seat sensor activated.)

Gap
seat sensor 
activated！

If the depth for sitting is not enough, seat
sensor may not be activated.

Seat sensor
(built-in)

Seat downward
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Installation

Body mounting bolt

Mounting
 plate

Rubber expansion

Fixing washer

Ceramic
mounting hole

E-bidet

Installation
Figure

3A

3B

3C

3H.

3G

3H

3I

3A

3B

3C

Center aligned

3C

Installation
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Installation

it.

Installation
Figure

Seal washer

Water supply 
valve

Water supply hose 
(w/ T junction)

Toilet
Water supply hose

1A

1B

1C

3. Install 1A.
1A

O-ring

Installation
Figure

Water supply 
joint

Clip

Water supply 
hose

2A

2B

2C

1. Insert 2A into 2B.

2A

2B

1B
1C
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Adjust E-bidet
to front and rear

Locking handle

Pull out by holding lower part.

Engage
each other

3C

3A

3A

3C

mounting plate.

Installation
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Installation diagram
Nut 5A

5B

5C

1.

inserting
part

6.

5B

seat.

is on.

Installation
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1 turned on.

3

2 plug seat.
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sponding parts.

tial setting. 

settings.

On
Off

Seat temperature
Off

3 modes
3 modes

Seat temperature 3 modes
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BACK

Setting Temperature

Close

Close

OFF ON Flash ONPower Save Indicator

Power Saving
Temperature

Setting Temperature

Power Saving
Temperature

Standby8 hours

SET

Wa
rm

Wa
ter

Se
atT

em
pe

rat
ure

Wa
rm

Wa
ter

Se
atT

em
pe

rat
ure

OFF Flash 2 times per timePower Save Indicator

BACK

In Use

Power Saving

Power Saving
Indicator

SET

Power saving function is divided into one touch power saving (8 hrs) and high efficiency power saving (always). Using high efficiency
power saving and one touch power saving simultaneously, the power saving effect is more significant. The initial setting is "close".

After 8 hours, it is in "standby" condition, power saving 
indicator switch to flash.

If it uses with one touch power saving together, when 
one touch power saving is operating (8 hrs), Power 
Saving indicator on the operation section is on, and 
when one touch power saving is in standby (16 hrs), 
Power Saving indicator flashs 2 times for each time.

The Power Saving indicator on the operation section is on.

If the product is not used during night time etc., press POWER SAVING button will cut off power of both warm water and seat heater
for up to 8 hours, so as to reduce unnecessary power consumption. After 8 hours, warm water temperature and seat temperature 
resume to the set conditions. The function automatically circulate every 24 hours (in same period of each day).

Power Saving
IndicatorPower Saving

One Touch Power Saving (8 hrs) 

High Efficiency Power Saving (always)

How to release high efficiency power saving function

Press [Power Saving] button.

Press [Water Temp] and [Power Saving]
button, and continues for 2 seconds or more.

Water Temp Power Saving

(Reference)

(Reference)

When power off or unpluging the power plug, one touch power saving backs to initial setting.

High Efficiency Power Saving (always)

Power saving indicator of displayed part turns off.

Due to the temperature of warm water and seat will lower when saving power, you may be feel little cool. Please release power saving mode then.
When power saving function is not in use, close the lid also has power saving effect.

Power saving indicator of displayed part flashs.

When the product is not in use, it lowers the temperature of warm water and seat to control power consumption.
When the product is not in use, it enters power saving mode automatically.

How to release one touch power saving function
Press [Power Saving] button.

Press [Water Temp] and [Power Saving] button, and continues for 2 seconds or more.
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5 modes

Indicator Seat temp. Indicator Seat temp.

Low Low

Mid Low mid

High Mid

Mid high

High

3 modes

5 modes3 modes

Indicator Warm Water temp. Indicator Warm Water temp.

Low

Mid

High

Low

Mid

High

Low mid

Mid high

from 3 modes to 5 modes.

modes to 5 modes.

3 modes
Indicator Spray Strength Indicator Spray Strength

5 modes

Low

Mid

High

Low

Mid

High

Low mid

Mid high
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temperatures of four seasons.

for a long time.

ming.
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seat sinks for 5mm.

Seat sensor is 
built into this place After seating,
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It

Caution
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Caution

seat.

3.

or pull
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2. 3.

Center of mounting plate

plied.

and mounting plate. 

sound.
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After applying the neutral detergent on a soft cloth 
or sponge, clean it with cold water or warm water.

Removal of Nozzle Shutter Installation of Nozzle Shutter

CAUTION
Do not clean it with a dry cloth or toilet paper.

Do not clean it with a toothbrush.
Otherwise the scratches will occur.

Nozzle shutter can be removed for cleaning.

Open the lid and toilet seat.
Press【Seat Temp】 + 【Water Temp】，
extend the nozzle.

Nozzle sticks out, nozzle shutter opens. 
Nozzle sprays water for 3 seconds.

Pull the nozzle shutter up with your hands to remove it.

If difficult to remove, please push the flanged arm and 
remove the shutter.

Press the [STOP] key, nozzle will retract back.

Clean the removed nozzle shutter.

When nozzle does not stick out, press the clips (2 locations) 
of nozzle shutter into the groove on the bottom.

When nozzle sticks out, press STOP key to retract it back.

CAUTION

Pay attention to the orientation when installing ,
the sliding surface faces outward.

Flanged arm

Press inward until a "click" sound is heard.

Do not apply excessive force.
Otherwise it may lead to damage.

Groove on the bottom

Seat Temp Water Temp

Clips

Sectional view

Install the shutter 
parallel
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4

5Unplug the power plug from the plug seat.

Remove the E-bidet from bowl.

Install the E-bidet on  bowl.

Insert the power plug into the plug seat.

Remove the dirt from filter with a toothbrush etc. 

Remove the filter from installation port of deodorization
filter on left side of body undersurface.

Install the filter on base plate of product.

Cleaning Maintenance of Deodorization Filter

When using it again
Be sure to do preparation and confirmation before using.
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rotating.
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4.

ponding.

5.

6.
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1.

2.

3.

4.

5.

ON
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1.
2.

1.Unplug

3.
4.

5.

6.
7.

8.
9.Unplug

ON

Caution
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and seat temp. are not 

ed into plug seat.
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perature is not 

temperature. to a proper temperature.

long time. 

mode.
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temperature. proper temperature.

stopped during 
using 4 minutes.

temperature. to a proper temperature.

mode.

after sitting on it 
for a long time

is not good
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plug loosens.

pairer.

term.
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Anti-bacterial:

·

·

·

JISZ2801-2010 (ISO22196 Method)

Japan LIXIL Corporation R&D Division Analysis & Assessment Center Office

Antibacterial activity value is over 2.0
Testing bacteria: 

7. It is difficult to achieve the desired antimicrobial effect if there is dust or oil on the toilet seat surface.

For use-by date

Environmental
Conditions

Voltage · AC220V·50Hz

Room Temperature 20°C

Installation Requirement Private Bathroom, installed separately from the shower room

Load Conditions Perform standard setting based on product specifications designed

Theoretical Time

Service & Maintenance

Using frequency: defecate: once/day for each person
urinate: male: 4 times/day for each person;
and female:  4 times/day for each person
Can use E-bidet function for 15 seconds each time.

Following the procedures shown in the instruction, and perform service, inspection and repair.

NOTICE:

15°C·0.2MPa

Because the storage environment, the environment (such as the stability of electric power, environmental
temperature and humidity, water, etc.), differences in methods of use, safe use of the actual product varies.
The actual use of security products at public places may be significantly reduced.
Service time without accident does not mean free warranty.
For the protection of the safe use of the product, please follow the instructions described in the method used, 
the daily cleaning and maintenance when necessary (such as unusual time), please contact our service hotline.
For occasional accidents safe use period, the company will not compensate and not provide free repairs.
Within the scope permitted by law, the Company reserves all the right of final interpretation for safe use.

Theoretical use-by date refers to theoretical service time without accident for the E-bidet with standard 
working condition, proper service and management.

Please replace immediately when the product has passed theoretical use-by
date. Or may cause fire or injury due to component deterioration.

Toilet seat with antibacterial effect: KILAMIC antibacterial materials are used for toilet seat. 
And toilet seat has passed the specific certification by SIAA.
KILAMIC antibacterial material has effect with inhibition of proliferation of bacteria on the surface of products. 
Control quality management under ISO 22196 evaluation system and Society of international sustain growth for Antimicrobial 
Articles (SIAA) guidelines. It has confirmed that the antibacterial properties qualified through rigorous experiments. 
Antibacterial activity value is over 2.0.
Explanation about KILAMIC materials:
1. Antibacterial effect: inhibition of proliferation of bacteria on the surface of products.
2. Antibacterial method: mix the anti-microbial agent into resinous material
3. Used antibacterial agent: silver-ion inorganic anti-microbial agent
4. Experimental method:

5. Experimental organization:

6. Experimental result:

colon bacillus and staphylococcus aureus

Standard working condition
Frequency

Water Inlet Temperature & Pressure

Rated Load

Family of Four (2 male and 2 female),

Theoretical use-by date YEARS

WARNING
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Model

CEAS7SL1-0100510P0
CEAS7SL1-0100510A0
CEAS7SL1-0100510V0
CEAS7SL1-0100510M0
CEAS7SS1-0100510H0

CEAS7SL2-0000510A0
CEAS7SL2-0000510M0
CEAS7SL2-0000510I 0

CEAS7SL3-0000510P0
CEAS7SL3-0000510V0
CEAS7SL3-0000510M0

                                                                                       zH06/05 V022 CAegatlov detaR
W003rewop detaR

( aPM60.0egnar erusserp retaW flow pressure) — 0.75MPa (hydrostatic pressure)
C°04 — C°0egnar erutarepmet tneibmA

Product size CEAS7SLCollection: L536mm*W472mm*H173mm
CEAS7SSCollection: L511mm*W472mm*H173mm

 telni tceriDepyt telni retaW  flow

Wash

Warm water supply 
type Warm water tank 0.7L

Posterior wash vol-
ume 0.25-0.6L/min (3/5 adjustment levels) water pressure 0.2MPa

Feminine wash vol-
ume 0.45-0.6L/min (3/5 adjustment levels) water pressure 0.2MPa

Warm water tempera-
ture

OFF (water temperature) Low (about 32°C) Mid-low (about 34°C) Mid 
(about 36°C) Mid-high (about 38°C) High (about 40°C) (6 adjustment levels)

One touch cleansing ●
Oscillating ●
Massage

(posterior wash) ●

Nozzle position 
adjustment ●

Air bubble wash (femi-
nine) ●

Power of warm water 
heater 250W

hctiws rosnes.pmeT hgiH ,esuf.pmeT ,rosnes .pmeTecived ytefaS

Warm 
air dryer

m 2.0emulov riA 3/min

—Warm air temperature  (room temperature·Low (about 30°C Mid (about 
40°C) High (about 45°C) (4 adjustable levels)

rosnes .pmeT ,esuf.pmeTecived ytefaS

Heated 
seat

Surface temperature
In use: room temperature: about 28°C — 40°C (6 adjustable levels)

One touch power saving (8 hrs) setup:  room temperature  super power saving 
(ON OFF)

W84retaeh fo rewoP
esuf .pmeT ,rosnes.pmeTecived ytefaS

Deodorizer Deodorizing type Chemisorption by activated 
carbon deodorizer —

Power 
save

One touch power sav-
ing (8 hrs) ●

High efficiency power 
saving ●

Others

Nozzle self-cleaning ●
Nozzle manual clean ●
Seat heating auto off ●

Electric leakage 
protector ●

rosnes lacinhceMepyt rosnes gnittiS
elzzon ,lenap lortnoc ,taeSlairetcab-itnA

Soft close seat & 
cover ●

Quick detach cover ●
Quick detach ● 



Please submit this warranty card to service center when there are malfunctions.

Model:

Serial NO.:

Purchaser

Company:

Address:

City: Country:

:liam-E:xaF:enohP

Dealer (Company)

Address:

Installation Date:

When the impurities in the product to malfunction
When the product was thrown or hit and cause damage or malfunction
Use of an organic solvent such as thinner cause deformation or deterioration of 
appearance
When using non-genuine parts or consumable caused by fault
When using non-normal voltage caused by fault
When customers disassemble the product, resulting in lost or damaged parts
When repair or modify through non-designated service center technician caused 
malfunction
When a fault occurs due to natural disasters
When due to not following the instruction caused malfunction
Other conditions due to customers' intentional or negligent caused fault

Purchase Date :

Warranty Card

Warranty Card

The product is warranted according to the description written on this warranty card.

When a fault occurs in the case of normal use from purchase date (subject  to the 
invoice), you can enjoy free maintenance service within one year.
Notice: the warranty does not cover the following:

Thailand
Hotline : 02 102-2222
Manufactory: American Standard B&K (Thailand)
Website : www.americanstandard.co.th

Vietnam
Hotline : 1800-6633
Manufactory: American Standard Vietnam
Website : www.americanstandard.com.vn

Indonesia
Hotline : 0-800-1-267823
Manufactory: PT American Standard Indonesia
Website : www.americanstandard.co.id

Philippines
Hotline : 02-893-8681
Manufactory: American Standard Philippines
Website : www.americanstandard.com.ph

China
Hotline : 800-820-3191
Manufactory: American Standard (China) Limited Company
Website : www.americanstandard.com.cn

India
Hotline : 1-800-3010-8000
Manufactory: American Standard India
Website : www.americanstandard.in
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